00 S, WACKER DR,
TEL 13235355000
FAX (3230488

GENERAL NOTES:

f. THE THICKNESS OF HMA SHOWN ON THE PLANS JS THE NOMIMAL THICKNESS. 17, ANY REFERENCE TO A STAMDARD IM THESE PLARS SHALL BE
DEVIATIONS FROM THE heOminar THICKNESS wILL BE PERMITTED WHEN SUCH INTERPRETED TC MEAN THE £DITION AS INDICATED BY THE SUBNUMBER
DEVIATIONS OCCUR DUE TO TRREGCULARITIES IN THE £XISTING SURFACE SHOWN IN THE LIST QF STANDAADS OR THE COPY INCLUDED In THESE PLANS.

OR BASE ON WHICH THE AMa IS PLACED.
18, THE FOLLOWING RATES OF APPLICATION HAVE BEENM USED IN CALCULATING

2. TEN 410} FOOT TRANSITIONS SHALL BE USED TO MATCH PROPGSED CURB AND PLAN QUANTITIES:

GUTTER AND MEDIAN ITEMS OF WORK TO EXISTING CURBS AND GUTTER AND

HEDIANS IN THE FIELD, UNLESS OTHERWISE SHOWN, THE TRANSITIONS SHALL BE GRANUL AR MATERIALS 2.058  TONS/CU ¥D

PAID FOR AT THE CONTRACT UNIT PRICE FOR THE ?ROPGSED ITEMS OF BITUMINGUS MAT PRIME COAT 0.05 GAL/S0 YD - BETWEEN LIFTS

WORK SPECIFIED. 0.5  GAL/SQ YD - AGGREGATE

' [181 GAL/SQ YO -~ ABOVE PLC BASE

3. EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT ACGREGATE (PRIME COAT) 0.002 TONS/S0 YD

THE TOP OF PAVEMENT SURFACES. HuyiA RESURF ACING 112 LBS/S0 YD/IN

: ’ LEVEL BINDER (MAND METHOD 112 LBS/SO YD/IN

4. THE CONTRACTOR WILL MOT 8E ALLOWED TO SEY UP A YARD OR FIELD OFFICE ON SUPPLEMENTAL WATERING 3 GAL/SQ YD/APPLICATION

STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.
19. ALL DAMAGE TO DEPARTMENT OWNED UNDERGROUNC FACILITIES,

5. SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THE SROUND IS CAUSED BY THE CONTRACTOR SHALL BE REPAIRED TO THE
FROZEN, WET, OR 1N AN UNTILASLE CONDITION, LOCATIONS TO BE - . SATISFACTION OF THE DEPARTMENT AT THE CONTRACTOR'S EXPENSE,
SEEDED WILL BE DETERMINED BY THE ENGINEER. THIS SHALL INCLUGE ALL TEMPORARY REPAIRS REQUIRED TG KEEP THE
FACILITY OPERATIONAL WHILE MATERIAL 18 BEING COBTAINED TG MAKE
6. THE CONTRACTOR SHALL CONTACT THE ROADSIDE DEVELOPMENT UNIT IN THE PERMANENT REPAIRS. SPLICING OF ELECTRIC CABLE SHALL NOT BE
BUREAU OF MAINTENANCE AT (847) TOS-41TI AT LEAST 72 HOURS IN ADVANCE ALLOWED. ELECTRIC CABLE SWAlL BE REPLACED FROM FOLE TO POLE
OF SELECTIVE CLEARING WORK TO ASSIST WITH MARKING OF TREES TO BE SAVED. OR CONTROLLER.
T, OHLY THOSE TRELS DESIGNATED 8Y THE ENGINEER, LISTED IN -THE 20, THE CONTRACTOR SHALL CONTACT JULIE AT LEAST 48 HOURS PRIOR YO
TREE REMOVAL SCHEDULE, OR SHOWN IN THE PLANS SHALL BE REMOVED, EXCAVATION TO DETERMINE WHICH UTILITIES ARE IN THE AREA,
THE CONTRACTOR  SHALL PROTECT ALt REMAINING TREES FROM DAMAGE - :
DUE TO HIS OPERATIONS, ) ) 21, THE CONTRACTOR SHALL MAINTAIN EXISTING STREET ACCESS. AND
R EXISTING DRIVEWAY ACCESS TC ABUYTING PROPERTY AT ALL TIMES
8. THE LOCATION OF EXISTING ORAINAGE SYRUCTURES, STORM SEWERS, DURING CONSTRUCTION OF THE PROJELT, UNLESS OTHERWISE NOTED
WATER MAINS, SANITARY SEWERS, AND ANY QTHER PUSLIC OR PRIVATE IN THE PLANS OR DIRECTED BY THE ENGINEER. :
UTILITIES AS SHOWN ON THE PLANS IS APPROXIMATE, AND. THEIR EXACT
LOCATION IS TO BE VERIFIED 8y THE CONTRACTOR AS PER ARTICLE 105.07 22.3 THE CONTRACTOR SHALL MAINTAIN ANY BUS STOGPS ENCOUNTERED wiTHIN THE PROJECT
OF THE STANDARD SPECIFICATIONS. LOCATING UTILITIES AS AUTHORIZED AREA WITH AT LEAST A HARD SURFACE FOR WAITING AND A PAD FOR BOARDING &
BY THE ENGINEER IN WRITING SHALL BE PAID PER ARTICLE 109.044. ALIGNING, THE CONTRACTOR SHALL BE RESPONSISLE FOR CONTACTING AND
: COORDINATING WITH PACE AND QTHER BUS SERVICES THE MAINTAINING OF THE
9. WHEN ARTIFICIAL LIGHTING IS UTILIZED IN NIGHT OPERATIONS, THE CONTRACTOR BUS STGPS ALONG THE CONSTRUCTION ROUTE. THIS WORK WILL NOT BE PAID FOR
SHALL EXERCISE THE UTMOST PRECAUTIONS IN PREVENTING AQVERSE VISIBILITY TO SEPARATELY, BUT THE COSTS SHALL BE CONSIDERED AS INCIDENTAL TO TRAFFIC
THE MOTORING PUBLIC AND ADJDINING RESIDENTIAL AREAS, CONTROL AND PROTECTION, AND NO ADDITIONAL COMPENSATION WILL 8E ALLOWED.
10. THE WORK REQUIRED TQ CONNECT ANY SEWER TO AN EXISTING DRAINAGE STRUCTURE 23, I SAWING OF REMOVAL ITEMS AS NOTED ON THE PLANS, SPECIFIED IN
OR PIPE WitL NOT BE PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED AS THE SYANDARD SPECIFICATIONS, OR AS REQUIRED BY THE ENGINEER
INCLUDED IN THE CONTRALT UNIT PRICE BID FOR THE SEWER ETEMS. SHALL BE INCLUCED IN THE COST OF THE ITEM BEING REMOVED
11, 1T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND 24, IT IS THE CONTRACTQOR‘S RESPONSIBILITY TO ASCER?AIN EXISTING FIELD
CONDITIONS EXISTING IN THE FIELD PRIOR TO CGNS?RUCT%ON AND ORQER%NG of CONDITIONS BEFORE BIDDING ON THIS CGNTRACT
MATERIALS,
: ) . 25. DOUBLE {ANE MARKERS ARE TQ BE USED AS SMOWN ON THE DISTRICT ONE
12, THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL o DETAIL “TYPICAL APPLICATIONS - RAISED REFLECTIVE PAVEMENT MARKERS
SECTION QR SUBSECTION MONUMENTS, PROPERTY CORNERS, AND . (SNOW-PLOW RESISTANTH SHOWN IN THE PLANS,
REFERENCE MARKERS UNTIH, THE QWNER, HIS AGENT, OR ANY ] )
AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED 26, | UNDERBRIISH OR DEBRIS AT PLANTING LGCATIONS SHALL BE REMOVED AND
THEIR LOCATIONS. DISPOSED OF ACCORDING TO SECTION 201 OF THE STANDARD SPECIFICATIONS.
THIS WORK Witl NOT BE PAID FOR SEPARAYELY, BUT THE COSTS SHALL BE
13, | ABANDGONED UNDERGROUND UTILITIES THAT CONFLICT wiTH . CONSIDERED AS INCLUDED IN THE CONTRACT -UNIT PRICES FOR THE CONSTRUCTION
CONSTRUCTION SHALL BE BISPQSED OF QUTSICE THE LIMITS -OF THE- - ITEMS INVOLVED, AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.
RIGHT OF WAY ACCORDING TO ARTICLE 202.03 OF THE STANDARD
SPECIFICATIONS AND AS DIRECTED 8Y THE ENGINEER. THIS WORK WILL 27, THE COMTRACTOR SHalL TAKE ALL MNECESSARY FPRECAUTIONS FOR THE
NOT BE PAID FOR SEPARATELY, BUY SHALL BE INCLDDED EN THE COST OF PROTECTION OF EXISTING PLANT MATERIAL FOR WHICH THE CONTRACT DOES NOT
EARTH EXCAVATION, PROVIDE REMOVAL., THE PROTECTION OF EXISYING PLANY MATERIAL AND THE
REFAIR CR REPLACEMENT OF EXISTING PLANT MATERIAL DAMAGED BY THE
14, USE =B £POXY-COATED TIE BARS, CONFORMING TG ART, 1Q06.H0 OF THE CONTRACTOR SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF
STANDARD SPECIFICATIONS, FOR ALL TIE BARS, USE THE LONGITUDINAL SECTION 201 QF THE STANDARD SPECIFICATIONS,
CORSTRUCTION JOINT (YIE BAR GROUTED IN PLACE) DETAIL SHOWN ON :
HIGHWAY STANDARD 420001 FOR ALL LONGITUDINAL JOINTS AND FOR TYING 28. THIS PROJECT REQUIRES AN US ARMY CORPS OF ENGINEERS 404 PERMIT. THE PERMIT
RCC PAVEMENT WIDENING TO EXISTING CONCRETE PAVEMENT AS SHQWN ISSUED 74 THE DEPARTMENT DOES NOT.COVER THE IN STREAM WORK BY THE
ON THE PLANS, CONTRACTOR, THEREFORE AFTER AWARD, THE CONTRACTOR WiLL NEED TO SUBMIT
; THE WORK PLAN TO THE CORPS. THE CORPS WILL NGY BE PROVIDING AN APPROVAL
15. THE CONTRACTCOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CON?ROL UNLESS STATED OTHERWISE IM THE PERMIT AND IN STREAM WORK CAN COMMENCE AT
SUPERVISCR AT (8471705-4470 A MINIMUM QF 72 HO!}RS N ADVANCE OF THE CONTRACTOR'S DISCRETION. GUIDELINES ON ACCEPTABLE IN STREAM WORK
BEGSINNING WORK. TECHNIQUES CAN BE FOUND ON THE CORPS WES SITE: HTTPiWWW.LRC.USACE ARMY.MILS
16. D0 NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS. 29, THE "HIGH-CARLY-STRENGTH PORTLAND CEMENT CONCRETE PAVEMENT 107 (JOINTED™

GUANTITY SHOWN IN THE SUMMARY OF QUANTITIES IS FOR BIDDING PURPOSES ONMLY.
THIS ITEM SHALL BE USED AT THE DIRECTION OF THE RESIDENT ENGINEER, 1F THE
TRAFFIC MAINTENANCE REQUIRES ITS APPLICAYION.

30. SIDE CURB ON STANDARDS 424001 TO 42403] SHALL BE PAID FOR AS CONCRETE
CURB, TYPE B (SPECIAL} SEE SPECIAL PROVISIONS.
3, THE CONTRACTOR SHALL DETERMINE WHEN FLAT SLAB TOPS ARE REQUIRED
ON MANHOLES AND CATCH BASINS. NO ADDITIONAL COMPENSATION SHALL
BE ALLOWED FOR THE USE OF FLAT SLAB TOPS,
FILE NAME ¢ USER HIE 3 Fronk,Staltone DESIGNED - BA REVISED - E‘TAE? SECTION CoUNTY | PR SHEET
DI62r62- 547 -GEMNOTE g DRAWN - BA REVISED - STATE OF ILLINOIS GENERAL NOTES AND COMMITMENTS 30 TonR-5 COOK 115 | 4
PLOY SCALE = 28,4008 ° / . CHECKED - .. REVISED - DEPARTMENT OF TRANSPORTATION GP‘E"G! CONTRACT NO, 60MB2

SAT_PLEN PLOT DATE + 2672013 DATE - Qz/0T/13 REVISED - SCALEs {SHEET T OF 1 SHEETS] STa, YO S1A. TUTHOTSTFED. 16 PABEET




